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FrequencyDivisor Class ldentification :

zat null - null

Class Family
Platform

Manufacturer
Manufacturer ref. :

FrequencyDivisor Class Description :

Generate a continuous pulse train on 8 counters. Each counter has its own clock on the SOURCE input. The
delay

FrequencyDivisor Class Inheritance :

o Tango::Devicelmpl
= FrequencyDivisor

and the width of each pulse is configurable to obtain the frequency division factor.

FrequencyDivisor Properties :

There is no class properties

Device Properties
Name Description Type |Default Value
BoardName | The name of the board. String  [none
AutoStart If trL.J‘e‘, .the generation will start at device startup and when command boolean [none
Init™ is executed.
FrequencyDivisor Class Commands
Name Input type Output type Level Description
This command gets the device state
State DEV_VOID DEV_STATE OPERATOR |(stored in its device_state data member)
and returns it to the caller.
This command gets the device status
Status DEV VOID |CONST DEV_STRING|OPERATOR|(Storedinits device_status data

member) and returns it to the caller.
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Start DEV_VOID—— DEVVOID— OPERATOR |Startgenerations-of pulses.

Stop DEV_VOID |DEV_VOID OPERATOR |Stop generations of pulses.

Abort DEV_VOID DEV_VOID OPERATOR |Abort generations.
Reset the physical board. After this
command, the board is in an unknown

ResetBoard DEV_VOID DEV_VOID OPERATOR |state
(no more configured). The device must
be initialized.

GetDriverVersion |DEV_VOID |DEV_STRING ExpeRry | Getthe currentversion of the driver
installed for NI counter boards.
Get a string containing all the boards

GetBoardsInChassis|DEV_VOID ~ |DEV_STRING ExpERT  |names (from N presentin the chassis
where this device is running. This names
are defined in MAX.

GetBoardType DEV_STRING|DEV_STRING EXPERT  |elums the type (ex: PXI-6602) of a

specified board.

Command State :

This command gets the device state (stored in its device_state data member) and returns it to the caller.

State Definition

Input Argument Tango:DEV_VOID [none.
Output Argument Tango:DEV_STATE |State Code
DisplayLevel OPERATOR

Inherited true

Abstract true

Polling Period Not polled

Command allowed for|All states

Command Status :

This command gets the device status (stored in its device_status data member) and returns it to the caller.

Status Definition

Input Argument

Tango:DEV_VOID

none.

Output Argument

Tango:CONST_DEV_STRING

Status description
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DisplayLevel OPERATOR
Inherited true

Abstract true

Polling Period Not polled

Command allowed for

All states

Command Start :

Start generations of pulses.

Start Definition

Command NOT allowed for

Input Argument Tango:DEV_VOID
Output Argument Tango:DEV_VOID
DisplayLevel OPERATOR
Inherited false
Abstract false
Polling Period Not polled

e UNKNOWN

e RUNNING

Command Stop :

Stop generations of pulses.

Stop Definition
Input Argument Tango:DEV_VOID
Output Argument Tango:DEV_VOID
DisplayLevel OPERATOR
Inherited false
Abstract false
Polling Period Not polled

e UNKNOWN




LCommand NOT allowed forls STANDBY |1

Command Abort :

Abort generations.

Abort Definition

Input Argument Tango:DEV_VOID
Output Argument Tango:DEV_VOID
DisplayLevel OPERATOR
Inherited false

Abstract false

Polling Period Not polled
Command NOT allowed for ] g.’;‘mg&’q

Command ResetBoard :

Reset the physical board. After this command, the board is in an unknown state
(no more configured). The device must be initialized.

ResetBoard Definition

Input Argument Tango:DEV_VOID
Output Argument Tango:DEV_VOID
DisplayLevel OPERATOR
Inherited false

Abstract false

Polling Period Not polled
Command allowed for All states




Command GetDriverVersion :

Get the current version of the driver installed for NI counter boards.

GetDriverVersion Definition

Input Argument Tango:DEV_VOID

Output Argument Tango:DEV_STRING|The driver version
DisplayLevel EXPERT

Inherited false

Abstract false

Polling Period Not polled

Command allowed for All states

Command GetBoardsInChassis :

Get a string containing all the boards names (from NI) present in the chassis
where this device is running. This names are defined in MAX.

GetBoardsInChassis Definition

Input Argument Tango:DEV_VOID

Output Argument Tango:DEV_STRING|AIl the names of NI boards.
DisplayLevel EXPERT

Inherited false

Abstract false

Polling Period Not polled

Command allowed for All states

Command GetBoardType :

Returns the type (ex: PXI-6602) of a specified board.




Input Argument

Tango:DEV_STRING

The board name.

Output Argument Tango::DEV_STRING|The board type.
DisplayLevel EXPERT

Inherited false

Abstract false

Polling Period Not polled

Command allowed for All states

FrequencyDivisor Class Attributes

Name

Inherited

Abstract

Attr.
type

R/W type

Data type

Level

Description

counterOEnable

false

false

Scalar

READ_WRITE

Tango::

DEV_BOOLEAN

OPERATOR

counter 0 is
disable if 0,
enable
otherwise.

delayCounter0

false

false

Scalar

READ_WRITE

Tango:DEV_LONG

EXPERT

Delay in
ticks for
counter 0.

pulseWidthCounterQ

false

false

Scalar

READ_WRITE

Tango:DEV_LONG

EXPERT

The pulse
width in
ticks of
pulses
generated
by counter
0.

divisionCounter0

false

false

Scalar

READ_WRITE

Tango:DEV_LONG

OPERATOR

The
frequency
division for
counterQ

counteriEnable

false

false

Scalar

READ_WRITE

Tango::

DEV_BOOLEAN

OPERATOR

counter 1 is
disable if 0,
enable
otherwise.

delayCounteri

false

false

Scalar

READ_WRITE

Tango:DEV_LONG

EXPERT

Delay in
ticks for
counter 1.

pulseWidthCounter1

false

false

Scalar

READ_WRITE

Tango:DEV_LONG

EXPERT

The pulse
width in
ticks of
pulses
generated
by counter
1.

The
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divisionCounter1

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

OPERATOR

frequency
division for
counteri

counter2Enable

false

false

Scalar

READ_WRITE

Tango::

DEV_BOOLEAN

OPERATOR

counter 2 is
disable if 0,
enable
otherwise.

delayCounter2

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

EXPERT

Delay in
ticks for
counter 2.

pulseWidthCounter2

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

EXPERT

The pulse
width in
ticks of
pulses
generated
by counter
2.

divisionCounter2

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

OPERATOR

The
frequency
division for
counter2

counter3Enable

false

false

Scalar

READ_WRITE

Tango::

DEV_BOOLEAN

OPERATOR

counter 3 is
disable if 0,
enable
otherwise.

delayCounter3

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

EXPERT

Delay in
ticks for
counter 3.

pulseWidthCounter3

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

EXPERT

The pulse
width in
ticks of
pulses
generated
by counter
3.

divisionCounter3

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

OPERATOR

The
frequency
division for
counter3

counter4Enable

false

false

Scalar

READ_WRITE

Tango::

DEV_BOOLEAN

OPERATOR

counter 4 is
disable if 0,
enable
otherwise.

delayCounter4

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

EXPERT

Delay in
ticks for
counter 4.

pulseWidthCounter4

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

EXPERT

The pulse
width in
ticks of
pulses
generated
by counter
4.

The
frequency
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divisionCounter4

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

OPERATOR

division for
counter4

counter5Enable

false

false

Scalar

READ_WRITE

Tango::

DEV_BOOLEAN

OPERATOR

counter 5 is
disable if 0,
enable
otherwise.

delayCounterb

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

EXPERT

Delay in
ticks for
counter 5.

pulseWidthCounter5

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

EXPERT

The pulse
width in
ticks of
pulses
generated
by counter
5.

divisionCounter5

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

OPERATOR

The
frequency
division for
counter5

counter6Enable

false

false

Scalar

READ_WRITE

Tango::

DEV_BOOLEAN

OPERATOR

counter 6 is
disable if 0,
enable
otherwise.

delayCounter6

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

EXPERT

Delay in
ticks for
counter 6.

pulseWidthCounter6

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

EXPERT

The pulse
width in
ticks of
pulses
generated
by counter
6.

divisionCounter6

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

OPERATOR

The
frequency
division for
counter6

counter7Enable

false

false

Scalar

READ_WRITE

Tango::

DEV_BOOLEAN

OPERATOR

counter 7 is
enable if
true, disable
otherwise.

delayCounter7

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

EXPERT

Delay in
ticks for
counter 7.

pulseWidthCounter7

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

EXPERT

The pulse
width in
ticks of
pulses
generated
by counter
7.

divisionCounter?7

false

false

Scalar

READ_WRITE

Tango::

DEV_LONG

OPERATOR

The
frequency
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division for

There is no dynamic attribute defined.
Attribute counterOEnable :
counter 0 is disable if 0, enable otherwise.
Attribute Attribute Attribute Event
Definition Properties Criteria
Attribute Scalar label counter 0 Periodic Not
Type enable set
R/W Type |READ_WRITE unit Relative Change Ncit
Data Type |Tango:DEV_BOOLEAN standard unit s€
X . . Not
Elspllay OPERATOR display unit Absolute Change set
eve format %1d
Inherited false max_value o
Abstract false min_value Archive Periodic set
Polling
max_alarm
Period Not polled = Archive Relative Change Not
- min_alarm set
Memorized |true . Not
Wri max_warning Archive Absolute Change
rite - - set
hardware |true min_warning
atinit. delta_time
— Push Change event by fal
delta_val user code aise
Read All stat
allowed for states Push Archive event by user false
- code
Write
All states
allowed for Push DataReady eventby [Not
user code set

Attribute delayCounter0 :

Delay in ticks for counter 0.




Attribute Attribute Attribute Event Criteria
Definition Properties Not
Periodic
Attribute delay set
Scalar label
Type counter 0 Not
Relative Change
R/W Type READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG| |standard unit Absolute Change Not
Display Level [EXPERT display unit set
Inherited false format %5d Not
. L o}
Abstract false max_value Archive Periodic set
Polling min_value
) Not polled = - - Not
Period max_alarm Archive Relative Change set
Memorized |true .

; min_alarm Archive Absolute Change ch[t
Write max_warning s€
hardware at |true
init. min_warning

delta i Push Change event by user false
elta_time code
Read delta_val
allowed for All states Push Archive eventby user |,
code
Write allowed
All states
for Push DataReady eventby |Not
user code set
Attribute pulseWidthCounterO0 :
The pulse width in ticks of pulses generated by counter 0.
Attribute Attribute Attribute Event Criteria
Definition Properties Not
- Periodic
Attribute pulse width set
Scalar label
Type counter 0 Not
: : Relative Change
R/W Type |(READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG standard unit Absolute Change Not
. . . set
Elspllay EXPERT display unit
eve format %5d N
Inherited false max_value Archive Periodic seott
Abstract false min_value Not
PoII'lng Not polled max_alarm Archive Relative Change set
Period
min_alarm




Memorized |true max_warning Archive Absolute Change Ncit
n oC1L
Write min_warning
hardware at |true
init delta_time Push Change event by user false
: code
delta_val
Read Al statos Push Archive event by user false
allowed for code
Write All states Push DataReady eventby |[Not
allowed for user code set
Attribute divisionCounter0 :
The frequency division for counter0
Attribute Attribute Attribute Event Criteria
Definition Properties o Not
— Periodic
Attribute label divisionCounter0 set
Type Scalar . Not
unit Relative Change sot
R/W Type READ_WRITE standard unit
Data Type | Tango:DEV_LONG display unit Absolute Change 'S\l;t
Display OPERATOR format
Level
: max_value Not
Inherited false Archive Periodic
min_value set
Abstract false — N
Polling max_alarm Archive Relative Change ot
. Not polled in al set
Period min_alarm
Memorized |Not set max_warning Archive Absolute Change ’:;t
min_warning
Read Al states delta_time Push Change eventby user |
allowed for delta_val code
Write .
allowed for All states Push Archive event by user false
code
Push DataReady eventby [Not
user code set




Attribute counteriEnable :

counter 1 is disable if 0, enable otherwise.

Display Level

EXPERT

display unit

Attribute Attribute Attribute Event
Definition Properties Criteria
counter 1 . Not
: label
Attribute Scalar abe enable Periodic set
Type ;
unit Relative Change Not
R/W Type |READ_WRITE
P — standard unit set
Data Type |Tango:DEV_BOOLEAN X X Not
display unit Absolute Change
Display set
Level OPERATOR format %1d
. max_value
Inherited false —— Archive Periodic Not
Abstract  |false — set
; max_alarm
Polling Not polled — Archive Relative Change Not
Period min_alarm set
Memorized |true max_warning Archive Absolute Change ':;tt
Write min_warning
hardware |[true ;
delta_time
at init. — Push Change event by false
delta_val user code
Read All states Push Archive event by user false
allowed for code
V\lllnte dqi All states Push DataReady eventby |Not
afiowed for user code set
Attribute delayCounter1 :
Delay in ticks for counter 1.
Attribute Attribute Attribute Event Criteria
Definition Properties e Not
) Periodic
Attribute delay set
Scalar label
Type counter 1 Not
: . Relative Change
R/W Type READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG| |standard unit Not
Absolute Change set




inherited fatse format %5d
bstract false _ o Not
. max_value Archive Periodic st
PoII.mg Not polled min_value
Period . ' Not
larm Archive Relative Change
Memorized |true fmax 4 set
. min_alarm
Write : Archive Absolute Change Not
hardware at |true max_warning set
init. min_warning
delta time Push Change event by user
— code false
Read Al states delta_val
allowed for .
- Push Archive event by user false
:/c\)lrnte allowed All states code
Push DataReady eventby |Not
user code set
Attribute pulseWidthCounter1 :
The pulse width in ticks of pulses generated by counter 1.
Attribute Attribute Attribute Event Criteria
Definition Properties Not
- Periodic
Attribute pulse width set
Scalar label
Type counter 1 Not
. Relative Change
R/W Type |READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG| |standard unit Absolute Change ls\leott
Elspllay EXPERT display unit
eve format %5d N
Inherited false max_value Archive Periodic sec;t
Abstract false min_value Not
Polling Archive Relative Change
. Not polled max_alarm set
Period . N
Memorized |true min_alarm Archive Absolute Change Ott
- max_warning s€
Write : :
hard t [true min_warning
. a.r ware at [ ) Push Change event by user
init. delta_time code false
delta_val
Push Archive event by user
Read All states code false
allowed for
Write All states Push DataReady eventby |Not
allowed for user code

set




Attribute divisionCounter1 :

The frequency division for counter1

Attribute Attribute Attribute Event Criteria
Definition Properties Not
Periodic
Attribute label divisionCounter1 set
Type Scalar
unit Relative Change SN;t
R/W Type READ_WRITE standard unit
Data Type |Tango:DEV_LONG display unit Absolute Change SN;t
Display OPERATOR format
Level
: max_value Not
Inherited false : Archive Periodic
min_value set
Abstract false N
Polling max_alarm Archive Relative Change c;t
Period Not polled min_alarm s€
Memorized |Not set max_warning Archive Absolute Change SN;t
min_warning
Read All states delta_time Push Change event by user
allowed for delta val code false
Write
allowed for All states Push Archive event by user false
code
Push DataReady eventby [Not
user code set
Attribute counter2Enable :
counter 2 is disable if 0, enable otherwise.
Attribute Attribute Attribute Event
Definition Properties Criteria
Attribute Scalar label counter 2 o Not
Type enable Periodic set




R/W Type |READ_WRITE unit . Not
y ; Relative Change
Data Type |Tango:DEV_BOOLEAN standard unit set
Displ ispl it
ISP | OPERATOR display uni Absolute Change Not
eve format %1d set
Inherited  |false max_value
Abstract false min_value Archive Periodic 'S\l;tt
Eoll_mg Not polled max_alarm Not
eno . min_alarm Archive Relative Change set
Memorized [true
, max_warning . Not
Write . : Archive Absolute Change i
hardware |true min_warning s¢
atinit. delta_time
delta val Push Change event by talse
Read — user code
I ‘ All states
allowed for Push Archive eventby user |
Write code
All states
allowed for
Push DataReady eventby |Not
user code set
Attribute delayCounter2 :
Delay in ticks for counter 2.
Attribute Attribute Attribute Event Criteria
Definition Properties o Not
Periodic
Attribute delay set
Scalar label
Type counter 2 Not
. . Relative Change
R/W Type READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG| |standard unit Absolute Change ’s\leott
Display Level [EXPERT display unit
Inherited false format %5d
. - Not
Abstract false max_value Archive Periodic set
Polling min_value
i Not polled — Archive Relative Change Not
Period max_alarm g set
Memorized |true .
. min_alarm Archive Absolute Change Not
Write ; set
max_warning
hardware at |true
init. min_warning
dolta Push Change event by user false
elta_time code
Read delta_val
allowed for All states Push Archive event by user




Write allowed code false
All states
for Push DataReady eventby  |Not
user code set
Attribute pulseWidthCounter2 :
The pulse width in ticks of pulses generated by counter 2.
Attribute Attribute Attribute Event Criteria
Definition Properties o Not
- Periodic
Attribute pulse width set
Scalar label
Type counter 2 Not
: : Relative Change
R/W Type |READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG| |[standard unit Absolute Change ls\leott
Elspllay EXPERT display unit
eve format %5d N

Inherited false max_value Archive Periodic seott
Abstract false min_value Not
Polling Archive Relative Change

. Not polled max_alarm set
Period - N
Memorized |true min_alarm Archive Absolute Change Ott

. max_warning se
Write . .
hard t [true min_warning
inailtr ware at | T Push Change event by user false

. elta_time code

delta_val
Push Archive event by user

Read All states code false
allowed for
Write All states Push DataReady eventby |Not
allowed for user code set

Attribute divisionCounter2 :

The frequency division for counter2




Attribute Attribute Attribute Event Criteria
Definition Properties Not
Periodic
Attribute label divisionCounter2 set
Type Scalar . ot
unit Relative Change se?[
R/W Type READ_WRITE standard unit
Data Type | Tango:DEV_LONG display unit Absolute Change ':;t
Display OPERATOR format
Level
- max_value Not
Inherited false : Archive Periodic
min_value set
Abstract false N
Polling max_alarm Archive Relative Change ott
Period Not polled min_alarm se
Memorized |Not set max_warning Archive Absolute Change gl;t
min_warning
Read All states delta_time Push Change event by user false
allowed for delta_val code
Write
allowed for All states Push Archive event by user false
code
Push DataReady eventby |Not
user code set
Attribute counter3Enable :
counter 3 is disable if 0, enable otherwise.
Attribute Attribute Attribute Event
Definition Properties Criteria
Attribute Scalar label counter 3 Periodic Not
Type enable set
R/W Type |READ_WRITE unit Relative Change Nott
Data Type |Tango:DEV_BOOLEAN| |standard unit se
3 ; . Not
Elspllay OPERATOR display unit Absolute Change set
eve format %1d
Inherited false max_value o
Abstract false min_value Archive Periodic set
Polling
max_alarm
Period Not polled — Archive Relative Change Not
- min_alarm set
Memorized |true N
. max_warning Archive Absolute Change |NOt
Write . : set
hardware |true min_warning




atinit. delta_time Push Change event by o
delta_VaI user code alse
Read Al stat
allowed for states Push Archive event by user false
. code
Write
All states
allowed for Push DataReady event by |Not
user code set
Attribute delayCounter3 :
Delay in ticks for counter 3.
Attribute Attribute Attribute Event Criteria
Definition Properties Not
Periodic
Attribute delay set
Scalar label
Type counter 3 Not
: . Relative Change
R/W Type READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG| |standard unit Absolute Change 2‘;:
Display Level [EXPERT display unit
Inherited false format %5d
. e Not
Abstract false max_value Archive Periodic set
Polling min_value
i Not polled — Archive Relative Change Not
Period max_alarm g set
Memorized [true .
- min_alarm Archive Absolute Change Not
Write max_warnin set
_ g
hardware at |true
init. min_warning
dolta Push Change event by user false
elta_time code
Read Al delta_val :
allowed for states Push Archive eventby user .
code
Write allowed
All states
for Push DataReady eventby |Not
user code set

The pulse width in ticks of pulses generated by counter 3.

Attribute pulseWidthCounter3 :




min_alarm

Attribute Attribute Attribute Event Criteria
Definition Properties Not
: I 4 Periodic set
Attribute Scalar label pulse widt
Type counter 3 ) Not
. : Relative Change
R/W Type |(READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG standard unit Absolute Change Not
. . . set
Elspllay EXPERT display unit
eve format %5d N
Inherited  |false max_value Archive Periodic seott
Abstract false min_value Not
Polling Archive Relative Change
: Not polled max_alarm set
Period : Not
Memorized |true min_alarm Archive Absolute Change seot
- max_warning
Write : .
min_warning
ha}rdware attrue - Push Change event by user
init. delta_time code false
delta_val
Read All statos Push Archive event by user false
allowed for code
Write All states Push DataReady eventby |Not
allowed for user code set
Attribute divisionCounter3 :
The frequency division for counter3
Attribute Attribute Attribute Event Criteria
Definition Properties Not
— Periodic
Attribute label divisionCounter3 set
Type Scalar
unit Relative Change ’S\l;t
R/W Type READ_WRITE standard unit
Data Type | Tango:DEV_LONG display unit Absolute Change ':;t
Display OPERATOR format
Level
: max_value Not
Inherited false Archive Periodic
min_value set
Abstract false
Polling max_alarm Archive Relative Change SN;t




Period Not polled max_warning Archive Absolute Change  |NOt
Memorized [Not set min_warning set
Read delta_time Push Change event by user false
ca All states delta_val code
allowed for
Write Push Archive event by user
false
allowed for All states code
Push DataReady eventby [Not
user code set
Attribute counter4Enable :
counter 4 is disable if 0, enable otherwise.
Attribute Attribute Attribute Event
Definition Properties Criteria
Attribute Scalar label counter 4 Periodic Not
Type enable set
R/W Type |READ_WRITE unit Relative Change Ncit
Data Type |Tango:DEV_BOOLEAN standard unit s€
) ; : Not
Elspllay OPERATOR display unit Absolute Change set
eve format %1d
Inherited  |false max_value ot
Abstract false min_value Archive Periodic set
Polling
max_alarm
Period Not polled = Archive Relative Change Not
. min_alarm set
Memorized |true : Not
Wri max_warning Archive Absolute Change
rite : : set
hardware |true min_warning
atinit. delta_time
— Push Change event by fal
delta_val user code aise
Read All states Push Archive event by user false
allowed for code
Write All states Push DataReady event by [Not
allowed for user code set




Attribute delayCounter4 :

Delay in ticks for counter 4.

Attribute Attribute Attribute Event Criteria
Definition Properties Not
. Periodic
Attribute delay set
Scalar label
Type counter 4 Not
- - Relative Change
R/W Type READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG| |standard unit Absolute Change Not
Display Level |EXPERT display unit set
Inherited false format %5d
. - Not
Abstract false max_value Archive Periodic set
Polling min_value
: Not polled — Archive Relative Change Not
Period max_alarm 9 set
Memorized |true .
Wri min_alarm Archive Absolute Change Nott
rite max_warning s€
hardware at |true
init. min_warning
dela 1 Push Change event by user false
elta_time code
Read delta_val
allowed for All states Push Archive event by user false
code
Write allowed
All states
for Push DataReady event by Not
user code set
Attribute pulseWidthCounter4 :
The pulse width in ticks of pulses generated by counter 4.
Attribute Attribute Attribute Event Criteria
Definition Properties Not
Periodic
Attribute pulse width set
Scalar label
Type counter 4 Not
: . Relative Change
R/W Type |READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG| |standard unit Absolute Change Not
. . . set
Display EXPERT display unit
Level




Inherited false formal e %%50a Archive Periodic Not
— set
Abstract false min_value . . Not
Polling Archive Relative Change
. Not polled max_alarm set
Period . N
Memorized |true min_alarm Archive Absolute Change seott
- max_warning
Write - .
hard t [t min_warning
inailtr ware atfrue Jolta 1 Push Change event by user false
. elta_time code
delta_val
Push Archive event by user
Read All states code false
allowed for
Write All states Push DataReady eventby |Not
allowed for user code set
Attribute divisionCounter4 :
The frequency division for counter4
Attribute Attribute Attribute Event Criteria
Definition Properties o Not
) Periodic
Attribute label divisionCounter4 set
Type Scalar
unit Relative Change SN;t
R/W Type READ_WRITE standard unit
DataType |Tango:DEV_LONG| |gishiay unit Absolute Change SN;t
Display OPERATOR format
Level
- max_value Not
Inherited false Archive Periodic ©
min_value set
Abstract false
Polling max_alarm Archive Relative Change Nc;t
Period Not polled min_alarm s€
Memorized |Not set max_warning Archive Absolute Change SN;t
min_warning
Read All states delta_time Push Change eventby user [,
allowed for delta_val code
Write
allowed for All states Push Archive event by user
code false
Push DataReady eventby |Not
user code set




Attribute counter5Enable :

counter 5 is disable if 0, enable otherwise.

Attribute Attribute Attribute Event
Definition Properties Criteria
Attribute Scalar label counter 5 Periodic Not
Type enable set
R/W Type |READ_WRITE unit Relative Change Ncit
Data Type |Tango:DEV_BOOLEAN standard unit s€
. . . Not
Elspllay OPERATOR display unit Absolute Change set
eve format %1d
Inherited  |false max_value Not
Abstract false min_value Archive Periodic set
Polling
max_alarm
Period Notpolled — Archive Relative Change Not
- min_alarm set
Memorized |true . Not
Wri max_warning Archive Absolute Change
rite - - set
hardware |true min_warning
atinit. delta ti
era_time Push Change event by tal
delta_val user code alse
Read Al stat
allowed for states Push Archive event by user false
. code
Write Al
allowed for states Push DataReady event by |Not
user code set
Attribute delayCounter5 :
Delay in ticks for counter 5.
Attribute Attribute Attribute Event Criteria
Definition Properties Not
Periodic
Attribute delay set
Scalar label
Type counter 5 Not




allowed for

R/W Type READ_WRITE unit ticks Relative Change set
Data Type |Tango:DEV_LONG| |standard unit Absolute Change Not
. . set
Display Level [EXPERT display unit
Inherited false format %5d
. - Not
Abstract false max_value Archive Periodic st
Polling min_value
. Not polled . . Not
Period max_alarm Archive Relative Change set
Memorized |true i
. min_alarm Archive Absolute Change Not
Write max_warning set
hardware at |true - :
init min_warning
: , Push Change event by user
delta_time false
code
Read delta_val
allowed for All states Push Archive event by user false
code
Write allowed
All states
for Push DataReady eventby |Not
user code set
Attribute pulseWidthCounter5 :
The pulse width in ticks of pulses generated by counter 5.
Attribute Attribute Attribute Event Criteria
Definition Properties Not
- Periodic
Attribute pulse width set
Scalar label
Type counter 5 ) Not
. . Relative Change
R/W Type |READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG| |standard unit Absolute Change ls\l(;t
Elspllay EXPERT display unit
eve format %5d N
Inherited false max_value Archive Periodic sec:(
Abstract false min_value ot
Polling Archive Relative Change
: Not polled max_alarm set
Period - N
Memorized |true min_alarm Archive Absolute Change S;t
X max_warning
Write - -
hard tlt min_warning
inailtr ware atjre delta i Push Change event by user false
. elta_time code
delta_val
Read Push Archive event by user
All states code false




Write

All states
allowed for Push DataReady eventby |Not
user code set
Attribute divisionCounter5 :
The frequency division for counter5
Attribute Attribute Attribute Event Criteria
Definition Properties Not
— Periodic
Attribute label divisionCounter5 set
Type Scalar
unit Relative Change SN(;t
R/W Type READ_WRITE standard unit
Data Type | Tango:DEV_LONG display unit Absolute Change SN(;t
Display OPERATOR format
Level
- max_value Not
Inherited false Archive Periodic
min_value set
Abstract false — Not
Polling max_alarm Archive Relative Change °
. Not polled min alarm set
Period _ v
Memorized |Not set max_warning Archive Absolute Change seott
min_warning
Read Al states delta_time Push Change eventby user |
allowed for delta_val code
Write
allowed for All states Push Archive event by user false
code
Push DataReady eventby [Not
user code set

Attribute counter6Enable :

counter 6 is disable if 0, enable otherwise.

Attribute

Attribute

Attribute Event




Definition Properties Criteria
Attribute
| counter 6 - Not
Type Scalar label enable Periodic set
R/W Type |READ_WRITE unit Not
Relative Change
Data Type |Tango:DEV_BOOLEAN standard unit set
Display | oERATOR display unit Absolute Change Not
Level set
format %1d
Inherited false
max_value Not
Abstract  |false in value Archive Periodic cet
Polling —
. Not polled |
Period m?ax_a arm Archive Relative Change ls\l;t
Memorized |true min_alarm
Write max_warning Archive Absolute Change SN;t
hardware |true min_warning
atinit. .
delta_time
el Push Change event by fal
delta_val user code aise
Read
All states .
allowed for Push Archive eventby user .\
Write code
allowed for All states
Push DataReady eventby |Not
user code set
Attribute delayCounter®6 :
Delay in ticks for counter 6.
Attribute Attribute Attribute Event Criteria
Definition Properties Not
Periodic
Attribute delay set
Scalar label
Type counter 6 _ Not
: : Relative Change
R/W Type READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG| |[standard unit Absolute Change ’s\le?[t
Display Level [EXPERT display unit
Inherited false format %5d
. - Not
Abstract false max_value Archive Periodic set
Polling min_value
i Not polled — Archive Relative Change Not
Period max_alarm 9 set
Memorized |true .
. min_alarm Archive Absolute Change Not
Write ; set
max_warning
hardware at |trye
init. min_warning




delta time Push Change event by user |false
— bULJIG
Read All states delta_val Push Archive event by user
allowed for code false
Write allowed All
for states Push DataReady eventby  |Not
user code set
Attribute pulseWidthCounter6 :
The pulse width in ticks of pulses generated by counter 6.
Attribute Attribute Attribute Event Criteria
Definition Properties o Not
Periodic
Attribute pulse width set
Scalar label
Type counter 6 Not
. . Relative Change
R/W Type |READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG| |[standard unit Absolute Change sNeott
flspllay EXPERT display unit
eve format %5d N
Inherited false max_value Archive Periodic S;t
Abstract false min_value . . Not
Polling Archive Relative Change
. Not polled max_alarm set
Period - N
Memorized |true min_alarm Archive Absolute Change ott
- max_warning s€
Write - -
hard t [t min_warning
in&iltr wareatjiue dela 1 Push Change event by user false
. elta_time code
delta_val
Push Archive event by user
Read All states code false
allowed for
Write All states Push DataReady eventby |Not
allowed for user code set

The frequency division for counteré

Attribute divisionCounter®6 :




Attribute Attribute Attribute Event Criteria
Definition Properties Not
. — Periodic
Attribute label divisionCounter6 set
Type Scalar
unit Relative Change SN;t
R/W Type READ_WRITE standard unit
DataType |Tango:DEV_LONG| |gighiay unit Absolute Change SN;t
Display OPERATOR format
Level
- max_value Not
Inherited false , Archive Periodic
min_value set
Abstract false N
Polling max_alarm Archive Relative Change c;t
Period Not polled min_alarm se
Memorized |Not set max_warning Archive Absolute Change SN;t
min_warning
Read All states delta_time Push Change event by user false
allowed for delta_val code
Write
allowed for All states Push Archive eventby user |,
code
Push DataReady eventby [Not
user code set
Attribute counter7Enable :
counter 7 is enable if true, disable otherwise.
Attribute Attribute Attribute Event
Definition Properties Criteria
Attribute Scalar label counter 7 Periodic Not
Type enable set
R/W Type |READ_WRITE unit Relative Change Nott
Data Type |Tango:DEV_BOOLEAN standard unit s€
X . . Not
Elspllay OPERATOR display unit Absolute Change set
eve format %1d
Inherited false max_value o
Abstract false min_value Archive Periodic set
Eglr'i':dg Not polled max_alarm Not
min_alarm Archive Relative Change |set




Memarized ltrue max_warning
Write — . Archive Absolute Change Not
hardware |true min_warning set
atinit. delta_time
delta_val Push Change event by
false
Read user code
All states
allowed for .
Push Archive event by user tal
All states
allowed for
Push DataReady eventby |Not
user code set
Attribute delayCounter7 :
Delay in ticks for counter 7.
Attribute Attribute Attribute Event Criteria
Definition Properties Not
Periodic
Attribute delay set
Scalar label
Type counter 7 Not
. Relative Change
R/W Type READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG| |standard unit Absolute Change Not
Display Level |EXPERT display unit set
Inherited false format %5d Not
. . )
Abstract false max_value Archive Periodic set
Polling min_value
i Not polled — Archive Relative Change Not
Period max_alarm g set
Memorized  |true .

; min_alarm Archive Absolute Change ch[t
Write max_warning s€
hardware at |true
init. min_warning

. Push Change event by user
delta_time code false

Read Al delta_val :

allowed for states Push Archive eventby user [,
code

Write allowed

All states

for Push DataReady eventby |Not

user code set




Attribute pulseWidthCounter7 :

The pulse width in ticks of pulses generated by counter 7.

Attribute Attribute Attribute Event Criteria
Definition Properties o Not
Periodic
Attribute pulse width set
Scalar label
Type counter 7 _ Not
. . Relative Change
R/W Type |READ_WRITE unit ticks set
Data Type |Tango:DEV_LONG standard unit Absolute Change SNeott
Elspllay EXPERT display unit
eve format %5d N
Inherited false max_value Archive Periodic s:tt
Abstract false min_value ot
Polling Archive Relative Change
. Not polled max_alarm set
Period . N
Memorized |true min_alarm Archive Absolute Change S;t
X max_warning
Write

hardware at
init.

true

Read
allowed for

All states

Write
allowed for

All states

min_warning

delta_time

delta_val

Push Change event by user
code

false

Push Archive event by user

false
code
Push DataReady eventby |[Not
user code set

The frequency division for counter7

Attribute divisionCounter? :

Attribute Event Criteria

Periodic Not
set
Relative Change Not
set
Absolute Change Not
set

Attribute Attribute

Definition Properties
Attribute label divisionCounter7
T Scalar

ype unit
R/W Type READ_WRITE standard unit
Data Type |Tango:DEV_LONG display unit
Display OPERATOR format
Level

max_value

Not




Inherited false min_value Archive Periodic set
Abstract false max_alarm Archive Relative Change SN(;t
Polling min_alarm
. Not polled - . Not
Period max_warning Archive Absolute Change set
Memorized |Not set min_warning
delta_time Push Change event by user
Read code false
All states delta_val
allowed for
Write Push Archive event by user false
All states code
allowed for
Push DataReady eventby |Not
user code set

FrequencyDivisor Class States

Name

Description

UNKNOWN

STANDBY

RUNNING
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