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Class Family :

Platform :

Bus :

Manufacturer :

Manufacturer ref. :

Tango::DeviceImpl
LFI_3751

LFI_3751 Class Description : 

this devices controls the NMR20 gaussmeter which measures a magnetic field

LFI_3751 Properties : 

There is no class properties 
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Device Properties

Name Description Type Default Value

SerialProxyName name of the serial line proxy device String instrum_lambda/Serialline/serial01 

LFI_3751 Class Commands

Name Input type Output type Level Description

State DEV_VOID DEV_STATE OPERATOR
This command gets the device state (stored in its
device_state data member) and returns it to the caller.

Status DEV_VOID CONST_DEV_STRING OPERATOR
This command gets the device status (stored in its
device_status data member) and returns it to the caller.

PidAutotuneS DEV_VOID DEV_VOID OPERATOR
This command gets the device status (stored in its
device_status data member) and returns it to the caller.

PidAutotuneD DEV_VOID DEV_VOID OPERATOR

to start a Disturbance Rejection Tuning to make an
automatic PID setting. This method
is valuable when your thermal load is exposed to varied
environmental conditions, such
as air currents or ambient temperature fluctuations. It also
improves temperature stability
in applications where the device being temperature
controlled experiences significant power
or heat transients, such as those found in pulsed laser
diode applications.

Command State :

This command gets the device state (stored in its device_state data member) and returns it to the caller.

State Definition

Input Argument Tango::DEV_VOID none.

Output Argument Tango::DEV_STATE State Code

DisplayLevel OPERATOR ..

Inherited true ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command Status :

file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/CmdState.html
file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/CmdStatus.html
file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/CmdPidAutotuneS.html
file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/CmdPidAutotuneD.html


This command gets the device status (stored in its device_status data member) and returns it to the caller.

Status Definition

Input Argument Tango::DEV_VOID none.

Output Argument Tango::CONST_DEV_STRING Status description

DisplayLevel OPERATOR ..

Inherited true ..

Abstract true ..

Polling Period Not polled ..

Command allowed for All states ..

Command PidAutotuneS :

This command gets the device status (stored in its device_status data member) and returns it to the caller.

PidAutotuneS Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_VOID

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command PidAutotuneD :

to start a Disturbance Rejection Tuning to make an automatic PID setting. This method
is valuable when your thermal load is exposed to varied environmental conditions, such
as air currents or ambient temperature fluctuations. It also improves temperature stability
in applications where the device being temperature controlled experiences significant power
or heat transients, such as those found in pulsed laser diode applications.

PidAutotuneD Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_VOID



DisplayLevel OPERATOR ..
Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

LFI_3751 Class Attributes

Name Inherited Abstract Attr.
type

R/W type Data type Level Description

temperaturePreset false false Scalar READ_WRITE Tango::DEV_DOUBLE OPERATOR

temperature to
reach. the unit
depends on the
probe used.

temperatureMeasured false false Scalar READ Tango::DEV_DOUBLE OPERATOR

gets the
temperature
measured by the
probe. the unit
depends on\nthe
probe type used

resistanceMeasured false false Scalar READ Tango::DEV_DOUBLE OPERATOR
gets the resistance
measured by the
probe.

heaterPercent false false Scalar READ Tango::DEV_DOUBLE OPERATOR

provides
information about
the heating. this
value is
calculated\nas
following
expression:\n%heat
= [ I(measured) /
I(limit) ]*100

temperatureError false false Scalar READ Tango::DEV_DOUBLE OPERATOR

provides the
interval error
between the
temperature
preset\nand the
measured
temperature.

coeffP false false Scalar READ_WRITE Tango::DEV_DOUBLE OPERATOR
this is the
proportional gain
parameter to set

coeffI false false Scalar READ_WRITE Tango::DEV_DOUBLE OPERATOR
this is the Integrator
parameter to set

coeffD false false Scalar READ_WRITE Tango::DEV_DOUBLE OPERATOR
this is the Derivator
parameter to set

outputCurrent false false Scalar READ_WRITE Tango::DEV_BOOLEAN OPERATOR
to enabled or
disabled the output
current

file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/AttrtemperaturePreset.html
file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/AttrtemperatureMeasured.html
file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/AttrresistanceMeasured.html
file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/AttrheaterPercent.html
file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/AttrtemperatureError.html
file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/AttrcoeffP.html
file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/AttrcoeffI.html
file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/AttrcoeffD.html
file:///segfs/tango/tmp/classes2www/tmp/LFI_3751/src/doc_html/AttroutputCurrent.html


There is no dynamic attribute defined. 

Attribute temperaturePreset :

temperature to reach. the unit depends on the probe used.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling
Period

Not polled

Memorized Not set

Read allowed
for

All states

Write allowed
for

All states

Attribute
Properties

label
Temperature
Preset

unit Tï¿½c

standard unit Tï¿½c

display unit Tï¿½c

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set

Attribute temperatureMeasured :

gets the temperature measured by the probe. the unit depends on\nthe probe type used

Attribute
Definition

Attribute
Type

Scalar

R/W Type READ

Data Type Tango::DEV_DOUBLE

Attribute
Properties

label
temperature
measured

unit Tï¿½c

standard unit Tï¿½c

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set



Display
Level

OPERATOR

Inherited false

Abstract false

Polling
Period

Not polled

Memorized Not set

Read
allowed for

All states

display unit Tï¿½c

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Absolute Change Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set

Attribute resistanceMeasured :

gets the resistance measured by the probe.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute
Properties

label resistance

unit ohm

standard unit ohm

display unit ohm

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by user
code

Not
set



Attribute heaterPercent :

provides information about the heating. this value is calculated\nas following expression:\n%heat = [ I(measured) / I(limit)
]*100

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Attribute
Properties

label
heater
percent

unit %

standard unit %

display unit %

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by user
code

Not
set

Attribute temperatureError :

provides the interval error between the temperature preset\nand the measured temperature.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Attribute
Properties

label
Temperature
Error

unit ï¿½C

standard unit ï¿½C

display unit ï¿½C

format

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not



Polling Period Not polled
Memorized Not set

Read allowed
for

All states

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set

Attribute coeffP :

this is the proportional gain parameter to set

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Write allowed for All states

Attribute
Properties

label P

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user
code

Not
set

Attribute coeffI :

this is the Integrator parameter to set



Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Write allowed for All states

Attribute
Properties

label I

unit s

standard unit s

display unit s

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user
code

Not
set

Attribute coeffD :

this is the Derivator parameter to set

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Write allowed for All states

Attribute
Properties

label D

unit s

standard unit s

display unit s

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user code false

Push Archive event by user code false



Push DataReady event by user
code

Not
set

Attribute outputCurrent :

to enabled or disabled the output current

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_BOOLEAN

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Write allowed
for

All states

Attribute
Properties

label
output
status

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by user
code

Not
set

LFI_3751 Class States

Name Description

ALARM

UNKNOWN

FAULT

ON
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