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ZMX Class Description : 

Schrittmotor Endstufe mit ServiceBus

ZMX Properties : 

There is no class properties 

Device Properties

Name Description Type Default Value

SocketDevice The name of the Tango socket device to use for the connection with the ZMX Power Stages. String none

Channel Power Stage channel int none

SimulationMode 0 -> real mode, 1 -> simulation mode int 0 

ZMX Class Commands

Name Input type Output type Level Description

State DEV_VOID DEV_STATE OPERATOR
This command gets the device state (stored in its device_state data
member) and returns it to the caller.

Status DEV_VOID CONST_DEV_STRING OPERATOR
This command gets the device status (stored in its device_status
data member) and returns it to the caller.

WriteEPROM DEV_VOID DEV_LONG OPERATOR Write parameters in EPROM (1 if success)

Reset DEV_VOID DEV_LONG OPERATOR Reset Power Stage (1 if success)

RevPlus DEV_VOID DEV_LONG OPERATOR Execute one motor rotation with preset run current (+ direction)

RevMinus DEV_VOID DEV_LONG OPERATOR Execute one motor rotation with preset run current (- direction)

SaveToOutputFile DEV_STRING DEV_LONG OPERATOR Write all attribute values to output file

LoadFromOutputFile DEV_STRING DEV_LONG OPERATOR Load attribute values from output file

ReadFileContent DEV_STRING DEVVAR_STRINGARRAY OPERATOR Read file give as an input and return the stored values.

ReadFilesInOutputPath DEV_VOID DEVVAR_STRINGARRAY OPERATOR Read the files in the directory given by the attribute PathOutputFile

ResetErrorZMXConnection DEV_VOID DEV_VOID OPERATOR
Execute it for setting FlagNotErrorZMXConnection to 1, and empty
ErrorZMXConnection message.

Update DEV_VOID DEV_VOID OPERATOR
Command for forcing the readout of error, power stage status,
temperature and voltage.

Command State :

This command gets the device state (stored in its device_state data member) and returns it to the caller.

State Definition

Input Argument Tango::DEV_VOID none.

Output Argument Tango::DEV_STATE State Code

DisplayLevel OPERATOR ..

Inherited true ..

Abstract true ..

Polling Period Not polled ..
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Command allowed for All states ..

Command Status :

This command gets the device status (stored in its device_status data member) and returns it to the caller.

Status Definition

Input Argument Tango::DEV_VOID none.

Output Argument Tango::CONST_DEV_STRING Status description

DisplayLevel OPERATOR ..

Inherited true ..

Abstract true ..

Polling Period Not polled ..

Command allowed for All states ..

Command WriteEPROM :

Write parameters in EPROM (1 if success)

WriteEPROM Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_LONG Completion status

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command Reset :

Reset Power Stage (1 if success)

Reset Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_LONG Completion status

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..



Command RevPlus :

Execute one motor rotation with preset run current (+ direction)

RevPlus Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_LONG Completion Status

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command RevMinus :

Execute one motor rotation with preset run current (- direction)

RevMinus Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_LONG Completion Status

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command SaveToOutputFile :

Write all attribute values to output file

SaveToOutputFile Definition

Input Argument Tango::DEV_STRING Name of output file to write data

Output Argument Tango::DEV_LONG Completion status

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..



Command LoadFromOutputFile :

Load attribute values from output file

LoadFromOutputFile Definition

Input Argument Tango::DEV_STRING Name of output file to be loaded

Output Argument Tango::DEV_LONG Completion status

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command ReadFileContent :

Read file give as an input and return the stored values.

ReadFileContent Definition

Input Argument Tango::DEV_STRING File name to be read

Output Argument Tango::DEVVAR_STRINGARRAY Values read from the file

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command ReadFilesInOutputPath :

Read the files in the directory given by the attribute PathOutputFile

ReadFilesInOutputPath Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEVVAR_STRINGARRAY Files read in the PathOutputFile directory

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..



Command ResetErrorZMXConnection :

Execute it for setting FlagNotErrorZMXConnection to 1, and empty ErrorZMXConnection message.

ResetErrorZMXConnection Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_VOID

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command Update :

Command for forcing the readout of error, power stage status, temperature and voltage.

Update Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_VOID

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

ZMX Class Attributes

Name Inherited Abstract Attr.
type

R/W type Data type Level Description

StopCurrent false false Scalar READ_WRITE Tango::DEV_FLOAT OPERATOR

RunCurrent false false Scalar READ_WRITE Tango::DEV_FLOAT OPERATOR

PreferentialDirection false false Scalar READ_WRITE Tango::DEV_LONG OPERATOR

StepWidth false false Scalar READ_WRITE Tango::DEV_LONG OPERATOR

Set and write value from 0 to 13. In StepWidthStr one can read the
real step width value:\n0 = 1/1, 1 = 1/2, 2 = 1/2.5, 3 = 1/4, 4 = 1/8, 5 =
1/8, 6 = 1/10, 7 = 1/16, 8 = 1/20, 9 = 1/32, 10 = 1/64, 11 = 1/128, 12 =
1/256, 13 = 1/512

DelayTime false false Scalar READ_WRITE Tango::DEV_LONG OPERATOR
Set value from 0 to 15. Read value in ms:\n0=1,
1=2,2=4,3=6,4=8,5=10,6=12,7=14,8=16,9=20,10=40,\n11=60,12=100,
13=200, 14=500, 15=1000\n

StepWidthStr false false Scalar READ Tango::DEV_STRING OPERATOR

PowerStageStatus false false Scalar READ Tango::DEV_STRING OPERATOR

Error false false Scalar READ Tango::DEV_STRING OPERATOR

Temperature false false Scalar READ Tango::DEV_FLOAT OPERATOR

IntermediateVoltage false false Scalar READ Tango::DEV_FLOAT OPERATOR

Channel_rd false false Scalar READ Tango::DEV_LONG OPERATOR Read the Power Stage channel from the Channel property

AxisName false false Scalar READ_WRITE Tango::DEV_STRING OPERATOR
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InputLogicLevel false false Scalar READ_WRITE Tango::DEV_LONG OPERATOR

Deactivation false false Scalar READ_WRITE Tango::DEV_LONG OPERATOR

Overdrive false false Scalar READ_WRITE Tango::DEV_LONG OPERATOR

OperationMode false false Scalar READ Tango::DEV_LONG OPERATOR

DeactivationStr false false Scalar READ Tango::DEV_STRING OPERATOR

PreferentialDirectionStr false false Scalar READ Tango::DEV_STRING OPERATOR

InputLogicLevelStr false false Scalar READ Tango::DEV_STRING OPERATOR

OverdriveStr false false Scalar READ Tango::DEV_STRING OPERATOR

OperationModeStr false false Scalar READ Tango::DEV_STRING OPERATOR

VersionPS false false Scalar READ Tango::DEV_STRING OPERATOR Software version of the power stage

VersionFPGA false false Scalar READ Tango::DEV_STRING OPERATOR Software version of the FPGA

PathOutputFiles false false Scalar READ_WRITE Tango::DEV_STRING OPERATOR

FlagNotErrorZMXConnection false false Scalar READ Tango::DEV_BOOLEAN OPERATOR

ErrorZMXConnection false false Scalar READ Tango::DEV_STRING OPERATOR

IntermediateVoltageInfo false false Scalar READ_WRITE Tango::DEV_STRING OPERATOR

DelayTimeInfo false false Scalar READ_WRITE Tango::DEV_STRING OPERATOR

FlagThreadRunning false false Scalar READ Tango::DEV_LONG OPERATOR

PowerStageStatusInt false false Scalar READ Tango::DEV_LONG OPERATOR

There is no dynamic attribute defined. 

Attribute StopCurrent :

Attribute Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_FLOAT

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Write allowed for All states

Attribute Properties

label

unit A

standard unit

display unit

format

max_value 5.0

min_value 0.1

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute RunCurrent :

Attribute Definition

Attribute Type Scalar

Attribute Properties

label

Attribute Event Criteria

Periodic Not set
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R/W Type READ_WRITE

Data Type Tango::DEV_FLOAT

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Write allowed for All states

unit A

standard unit

display unit

format

max_value 5.0

min_value 0.1

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute PreferentialDirection :

Attribute Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Write allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute StepWidth :

Set and write value from 0 to 13. In StepWidthStr one can read the real step width value:\n0 = 1/1, 1 = 1/2, 2 = 1/2.5, 3 = 1/4, 4 = 1/8, 5 = 1/8, 6 = 1/10, 7
= 1/16, 8 = 1/20, 9 = 1/32, 10 = 1/64, 11 = 1/128, 12 = 1/256, 13 = 1/512

Attribute Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set



Read allowed for All states

Write allowed for All states

min_alarm

max_warning

min_warning

delta_time

delta_val

Push Change event by user code false
Push Archive event by user code false

Push DataReady event by user code Not set

Attribute DelayTime :

Set value from 0 to 15. Read value in ms:\n0=1, 1=2,2=4,3=6,4=8,5=10,6=12,7=14,8=16,9=20,10=40,\n11=60,12=100, 13=200, 14=500, 15=1000\n

Attribute Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Write allowed for All states

Attribute Properties

label

unit msec

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute StepWidthStr :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set



Attribute PowerStageStatus :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute Error :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute Temperature :

Attribute Definition

Attribute Type
Scalar

Attribute Properties

label

unit C

Attribute Event Criteria

Periodic
Not set



R/W Type READ
Data Type Tango::DEV_FLOAT

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

standard unit

display unit C

format

max_value

min_value

max_alarm 80

min_alarm 10

max_warning 60

min_warning 10

delta_time

delta_val

Relative Change Not set
Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute IntermediateVoltage :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_FLOAT

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit V

standard unit

display unit V

format

max_value

min_value

max_alarm 80

min_alarm

max_warning 75

min_warning 55

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute Channel_rd :

Read the Power Stage channel from the Channel property

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value 15

min_value 0

max_alarm

min_alarm

max_warning

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false



min_warning

delta_time

delta_val

Push DataReady event by user code Not set

Attribute AxisName :

Attribute Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Write allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute InputLogicLevel :

Attribute Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Write allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute Deactivation :



Attribute Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Write allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute Overdrive :

Attribute Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Write allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute OperationMode :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Attribute Properties

label

unit

standard unit

display unit

format

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set



Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Archive Relative Change Not set
Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute DeactivationStr :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute PreferentialDirectionStr :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set



Attribute InputLogicLevelStr :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute OverdriveStr :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute OperationModeStr :

Attribute Definition Attribute Properties Attribute Event Criteria



Attribute Type Scalar
R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

label
unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Periodic Not set
Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute VersionPS :

Software version of the power stage

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute VersionFPGA :

Software version of the FPGA

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set



Memorized Not set

Read allowed for All states

max_alarm
min_alarm

max_warning

min_warning

delta_time

delta_val

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute PathOutputFiles :

Attribute Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized true

Write hardware at init. true

Read allowed for All states

Write allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute FlagNotErrorZMXConnection :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_BOOLEAN

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set



Attribute ErrorZMXConnection :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute IntermediateVoltageInfo :

Attribute Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized true

Write hardware at init. true

Read allowed for All states

Write allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute DelayTimeInfo :

Attribute Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_STRING

Attribute Properties

label

unit

standard unit

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set



Display Level OPERATOR
Inherited false

Abstract false

Polling Period Not polled

Memorized true

Write hardware at init. true

Read allowed for All states

Write allowed for All states

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute FlagThreadRunning :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set

Attribute PowerStageStatusInt :

Attribute Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

Attribute Event Criteria

Periodic Not set

Relative Change Not set

Absolute Change Not set

Archive Periodic Not set

Archive Relative Change Not set

Archive Absolute Change Not set

Push Change event by user code false

Push Archive event by user code false

Push DataReady event by user code Not set



delta_val

ZMX Class States

Name Description

ON Default state

ALARM Communication to ZMX not succeed

FAULT Socket not responding.
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